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AL 3265 Round One-Way Stainless Steel Outdoor Wall Light

316L stainless steel - IP67 - 3W - 2-year warranty
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PROTECTION ELECTRICAL CLASS MATERIAL DURABILITY CONFORMITY ORIGIN WARRANTY
TECHNICAL DATA
ELECTRICAL MECHANICAL
Power 3w Body AISI 316L stainless steel, cylindrical
Voltage 220V AC or 9-30V DC Dimensions total depth 91.5 mm, base plate thickness 16
OPTICAL mm, plate @60 mm / inner @48 mm, body
©46.5 mm, body height 82.5 mm
LED 3 Power LEDs
Protection Rating IP67, Class |
LED Colours White (6000K), Warm White (3000K), Neutral

White (4000K) INSTALLATION AND USE

Mounting / Cut- wall-mounted, round base plate
out
Application outdoor wall, facade and garden lighting
GENERAL

Product Code AL 3265Y
Warranty 2 years

OPTIONS AND LUMINOUS FLUX

LED Colour \ Power 3w

White (6000K)

Warm White (3000K)

Neutral White (4000K)

Voltage 9-30VDC - 220V

Values: total luminous flux (Im). v option available, — not available.

PRODUCT FEATURES

316L stainless steel body, corrosion-resistant 220V AC or 9-30V DC supply option

One-way light beam IP67 water and dust protection, UV-resistant

Installation and Usage Warnings

Installation and electrical connection must be carried out by a qualified electrician with the power switched off.

9-30V DC models must be operated with a suitable DC driver; they must not be connected directly to the 220V mains.
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