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AL 3225 Recessed Stainless Steel Boat Deck Light (358 mm Cut-Out)

316L stainless - IP67 - 3W - @58 mm cut-out
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P67 Class Il 316L stainless 12-24V
PROTECTION ELECTRICAL CLASS MATERIAL VOLTAGE

CE

UV resistant Made in Tiirkiye 2 years
DURABILITY CONFORMITY ORIGIN WARRANTY
TECHNICAL DATA
ELECTRICAL MECHANICAL (continued)
Power 3w Protection Rating P67
Voltage 12V DC or 24V DC Class Il
INSTALLATION AND USE
OPTICAL
LED Colours White (6000K), Warm White (3000K), Neutral M‘i”"t'"g [ Cut- Recessed mounting, cut-out @58 mm
White (4000K), Blue ou
Luminous Flux 300 Im (White, Warm White, Neutral White) Application Cockpit, cabin and interior lighting on all
sailing and motor yachts
Blue: 90 Im
GENERAL
MECHANICAL
p o
Body AISI 316L stainless steel, impact-resistant, UV- roduct Code AL 3)225 (AL 3225-L in the catalogue, large (L)
protected size
Dimensions Front flange @72 mm Warranty 2 years
body @54.5 mm
overall length 50 mm (body behind flange 30
mm, flange thickness 2.5 mm)
OPTIONS AND LUMINOUS FLUX
LED Colour \ Power 3w
White (6000K)
Warm White (3000K)
Neutral White (4000K)
® Blue
Voltage 12V - 24V
Values: total luminous flux (Im). v option available, — not available.
PRODUCT FEATURES
Cockpit and interior lighting for all sailing and motor yachts Impact-resistant, UV-protected construction
AISI 316L stainless steel body — resistant to salt air and IP67 waterproof, Class lll low-voltage safety
moisture
Installation and Usage Warnings
— Operates on 12V or 24V DC only; do not connect directly to the 220V mains.
- Have installation and electrical connection carried out by a qualified electrician.
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